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30W COB
DOWNLIGHT 

The 30w COB Downlight is an IP20 rated 
luminaire ready for connection to a 230 volt 
50Hz supply. These luminaires are manufactured 
from a high quality and high impact die cast 
aluminium body and heatsink. 

Suitable for illuminating retail, commercial 
offices, corridors, hospitals, stairwells, amenity 
areas and many other applications 

Dimming is available as an option

30w COB Downlight 6 inch

Input voltage 100 - 265v AC 100 to 240V AC                                        

LED Power 28W 100 to 240V AC                         

CRI Ra>80, R9>0 100 to 240V AC                        

Lumens 2650Lm 100 to 240V AC

Colour temperature 2500 - 5500k 

PF  >0.9

Ingress Protection IP 20

Operating temperature - 10˚C to 40˚C

Viewing Angle 24, 36 and 60 degree

Dimensions mm Ø160 x 110mm

Cut out mm Ø145mm

Material Aluminium die cast base

RoHS
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50w 10”  
DOWNLIGHT 

The 50w 10” Downlight is an IP20 rated luminaire 
ready for connection to a 230 volt 50Hz supply. 
These luminaires are manufactured from a high 
quality and high impact die cast aluminium body 
and heatsink.

Suitable for illuminating retail, commercial 
offices, corridors, hospitals, stairwells, amenity 
areas and many other applications

Dimming is available as an option

50w 10” Downlight 6 inch

Input voltage 100 - 265v AC

LED Power 50W

CRI Ra>80, R9>0

Lumens 4000Lm

Colour temperature 2700 - 5500k

PF >0.9

Ingress Protection IP 20

Operating temperature - 10˚C to 40˚C

Viewing Angle 24, 36 and 60 degree

Dimensions mm Ø282 x 130mm

Cut out mm Ø265mm

Material Aluminium die cast base

RoHS
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50w COB  
DOWNLIGHT 

The 50w COB Downlight is an IP20 rated 
luminaire ready for connection to a 230 
volt 50Hz supply. These luminaires are 
manufactured from a high quality and 
high impact die cast aluminium body 
and heatsink.

Suitable for illuminating retail, 
commercial offices, corridors, hospitals, 
stairwells, amenity areas and many other 
applications. 
Dimming is available as an option

50w COB Downlight 50w

Input voltage 100 - 240v AC 

LED Power 50W CREE COB 

CRI Ra>80, R9>0 

Lumens 4400Lm 

Colour temperature 2700 - 5000k 

PF >0.9 

Ingress Protection IP 20 

Operating temperature - 20˚C to 60˚C 

Viewing Angle 40 and 90 degree 

Dimensions mm Ø245 x 100mm 

Cut out mm Ø215mm 

Material Aluminium die cast base

RoHS
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70mm  
DOWNLIGHT 

The 70mm Downlight is an IP44 
rated luminaire ready for connection 
to a 230 volt 50Hz supply. These 
luminaires are manufactured from a 
high quality aluminium and PC.

Suitable for illuminating retail, 
commercial offices, corridors, 
hospitals, stairwells, amenity areas 
and many other applications

Dimming is available as an option

70mm Downlight 7W 10W

Input voltage 100 - 265v AC

LED Power 7W 10W

CRI >80

Lumens 520lm±5% 740lm±5%

Colour temperature 3000K/4000K/5000K/6000K

PF 0.89-0.92

Ingress Protection IP44

Operating temperature - 10˚C to 40˚C

Beam Angle 90˚

Dimensions mm Ø85 x 42mm

Cut out mm Ø70mm

Material Aluminium & PC

RoHS
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GUARDIAN 90mm  
DOWNLIGHT 

Guardian 10W

Fitting Brand Name Guardian

Fitting Model Number AU09-DL10W

Driver Model Number AU-1072D

Wattage 10W

Voltage AC100-240V

CRI >80

Beam Angle 90°

CCT 3000K/4000K/5000K/6000K

Lumens 740lm±5%

PF 0.89-0.92

Efficiency 72-80lm/W

Light Source SMD5630

IP Rating IP44

Life Span 36,000 Hours

Ceiling Cut-Out 90mm

Material Aluminium and PC

RoHS
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90mm Square  
DOWNLIGHT 

90mm Square  10W  12W

Wattage 10W 12W

Voltage AC100-240V AC100-240V

CRI >80 >80

Beam Angle 90° 90°

CCT 3000K/4000K/5000K/6000K 3000K/4000K/5000K/6000K

Lumens 720-800lm±5% 860-960lm±5%

PF 0.89-0.92 0.89-0.92

Efficiency 72-80lm/W 72-80lm/W

Light Source SMD5630 SMD5630

IP Rating IP44 IP44

Life Span 50,000H 50,000H

Ceiling Cut-Out 90mm 90mm

Material Aluminium and PC Aluminium and PC

RoHS
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COB LED  
DOWNLIGHT 

COB LED

Wattage AC 110-265V 50/60Hz

Voltage 5W

CRI EPISTAR 1304 COB LED

Beam Angle RA>80

CCT 420lm~460lm

Lumens 3000K/4000K/6000K

PF 30°or 60°

Efficiency 45°

Light Source Ø110mm x 87mm

IP Rating Ø75-95mm

Life Span 0.33kg

Ceiling Cut-Out Aluminium

Material No UV and No Infrared

RoHS
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GUARDIAN 10/12W  
DOWNLIGHT 

GUARDIAN 10/12W DOWNLIGHT

Input Voltage  180- 240V AC 

Output Power  10W  12W 

Luminous Flux  680—750lm  850 - 950lm 

Colour Rendering Index  >80% 

Colour Temperature  3000 – 6000k 

Beam Angles  100 Deg 

Light Source  Epistar 

Body Material  Aluminium 

Lens Material  PMMA 

Dimensions  108mmØ x 33mm H 

Aperture Size  90mmØ 

Net Weight with driver  0.4 kg 

Operating Life  > 50,000hrs 

Compliance CE RoHS SAA

LED Direct’s Guardian 10/12W 
Downlight provides a strikingly 
attractive energy efficient 
maintenance free alternative 
to other high energy using 
traditional halogen down lights. 

Compatible with universal 
leading or trailing edge dimming 
and fitted with Australian plug.

Operating at a fraction of the power output 
of traditional lighting alternatives these 
luminaires will reduce your expenditure, not 
only in energy saving, but also maintenance.

These lights are suitable for any retail or 
commercial application into ceiling tiles or 
plasterboard ceilings. Fixing using the sprung 
retention clips could not be simpler.

RoHS


